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SIKAPLAN® PVC - INTENZIVNI ZELENI KROV
NA BETONSKOJ PODLOZI SA TERMOIZOLACIJOM
SPL PVC - 051.03.01 - Podizanje membrane sa SikaTrocal® PVC limom mehanički pričvršćenim za zid

Detalj 1

Detalj 2

Sarnavap® ljepljiva traka

Sikatherm® / Sarnatherm®,
termoizolacija

Sikaplan® PVC membrana, preklop

Sarnaplast®-2235 ili Sikaflex®-11 FC zaptivna masa
sa potpornim užetom i odgovarajućim prajmerom

Odgovarajući S-Felt nivelirajući sloj
(po potrebi)

Detalj 1
Sarnabar® periferno vertikalno pričvršćivanje Detalj 2

Dodatno pričvršćenje za
zid visine > 500 mm

Sarnavap® parna brana

SikaRoof® Drainage Layer 20L2F
drenažni, filterski i zaštitni sloj

Tlo sa biljkama min. debljine 150 mm
i težine 170 kg/m2

SikaTrocal® PVC lim

Zavarivanje vrućim zrakom

Sikaplan® PVC membrana,
slobodno položena

Glassmat G 120 razdjelni sloj
(po potrebi)
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Sarnabar® šina sa Sarnafast® vijcima
i S-PVC užetom za zavarivanje
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